
DYADE MAINTAIN THE THINGS WE VALUE
DYADE LUBRICANTS B.V.
TYPOGRAAF 16 | 6921 VB DUIVEN
THE NETHERLANDS

 0031 (0) 316 745 745
 INFO@DYADEGLOBAL.COM
 WWW.DYADEGLOBAL.COM

All data on this technical data sheet is indicative only 202312V01

MWF-PLUS 
NT CO CF 75

CATEGORY
   Metalworking Fluids 

BENEFITS
   Good flushing, cooling and lubricating properties

   High performance

   Improved tool life and surface finish

   Improved productivity

TDS-325400301-MWF-PLUS NT CO CF 75-EN

325400301NEAT/PURE METALWORKING FLUIDS

MACHINING NEAT CUTTING OIL FREE FROM CHLORINE 
AND HEAVY METALS
This product is composed of paraffinic base oils that 
have been carefully selected and enhanced with EP 
additives and polar compounds. It does not include any 
chlorine or heavy metals. This product is formulated for 
machining operations that require a high-quality surface 
finish. It is suitable for use in turning, milling, tapping, 
and threading processes and can be used with a variety 
of materials, including steel, cast iron, brass, bronze, 
copper, and aluminum.

PROPERTY METHOD VALUE
Colour  Clear yellow

Viscosity @ 40 °C, mm²/s  19

Flash point C.O.C, °C  185

Pour point, °C  -10

Copper corrosion @100 °C ASTM D130 Max 1b

Iron corrosion  None


